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 Acoustic Fleece
Performance Benefits:Profile:

46kg / m3 30mm = αw = 0.60

Acoustic ParametersDensity

Thermal Conductivity Flammability Class

λ = 0.035 W / mK B1 (DIN 4102)

Partition Walls  | Party Walls | Ceilings

Description: Area’s of Application:

Product Data Sheet - AM Acoustic Fleece

AM Acoustic Fleece is a high-performance,
lightweight sound absorber made entirely from
100% polyester fibre. Engineered for ease of
installation, the material is both flexible and
dimensionally stable, making it suitable for a
wide range of acoustic applications in
residential, commercial, and industrial settings. 

It is also an environmentally conscious choice,
being fully recyclable with no harmful additives.
In addition to its acoustic benefits, AM Acoustic
Fleece is allergy-friendly and gentle on the skin,
making it a safe and comfortable option for
indoor environments where occupant well-
being is a priority.
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50mm = αw = 0.85
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BUILDING REGULATIONS:

Installation:

Product Data Sheet - AM Acoustic Fleece

AM Acoustic Fleece has been designed with
ease of installation in mind. The panels are
lightweight and easy to handle, making them
suitable for both professional installers and DIY
applications. 

The material can be cut effortlessly to size using
a standard utility knife or scissors, allowing for
precise fitting around fixtures, corners, or
irregular surfaces. For secure and long-lasting
installation, it is recommended to use an MS
polymer-based adhesive, which provides
excellent bonding to most common surfaces
without compromising the integrity of the
acoustic material. 

VALUES:

Flammability Class

1200mm x 2400mm x 30/50mm

46 kg / m3 +/- 5%

30mm = αw = 0.60

B1 (DIN 4102)

8 Glenfield Industrial Estate, Kilcoole, Co.
Wicklow, Ireland, A63W3W5

CUTTING:

Cut AM Acoustic Fleece with a
Knife.

Ceiling Sound Proofing

Sample Build Up:

Dimensions

Density

Absorption Coefficient

PROPERTIES:

Technical Properties:

We Make Life Look and Sound Better
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FIXING:

For secure and long-lasting
installation, it is recommended
to use an MS polymer-based
adhesive

Part of the Building reg. Part E

FABRIC:

AM Acoustic Fleece provides a
material which is allergy-friendly and
skin-friendly.

500mm x 1000mm x 30/50mm

50mm = αw = 0.85


