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 Dispertec AR-7329
Performance Benefits:Profile:

>2.5 N/mm

Peel StrengthApplication Temperature

pH (23°) Service Temperature

7-8

Floors  

Description: Area’s of Application:

Product Data Sheet - AM Dispertec AR-
7329

AM DISPERTEC AR-7329 is a water-based
dispersion with excellent adhesion to vinyl
pavings. Easy application and fast setting. No
flammable or toxic. Can be applied with spatula
or roller to pavings and walls. 
AM DISPERTEC AR 7329 is known for its fast
and powerful initial setting. Once dried, forms a
constant and elastic film that perfectly
withstands intense traffic.

8 Glenfield Industrial Estate, Kilcoole, Co.
Wicklow, Ireland, A63W3W5

www.acousticmaterials.ie +353 1 2015746

+10°C / +35°C

-20°C / +50°C
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STORAGE

Installation:

Product Data Sheet - AM Dispertec
AR-7329

In order to obtain a perfect adhesion to the
substrate, surfaces to bond must be dry and
free from dust, grease, oils, water, pollution, rust,
fissures.
Clean them until all the pollutant agents have
been completely removed. Never
use soaps or detergents. It is very important to
make sure that here is no rising damp
afterwards.

VALUES:

Brookfield Viscosity

Acrylic Polymers

1390kg/m³ +/-5%

25kg

35,000 - 45,000 mPa's

pH (23°C)

Service Temperature

Application Temperature

7-8

- 20°C / + 50°C

+10°C / +35 °C

>2.5 N/mm

8 Glenfield Industrial Estate, Kilcoole, Co.
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APPLICATION

Apply AM DISPERTEC AR-7329
onto the substrate with a spatula
or with a roller ensuring the amount
of adhesive applied is enough for
the complete impregnation of the
backing.

Flooring Soundproofing - Concrete Floor
Eco Lay Bonded to concrete floor with AM Dispertec AR-7329

Sample Build Up:

Composition

Density

Packaging

PROPERTIES:

Peel Strength PVC-PVC

Technical Properties:

We Make Life Look and Sound Better
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WAITING TIME

Waiting time varies between 20-60
minutes (applied with spatula) and
between 10 - 30 minutes (applied
with roller). Depending on
absorption of substrate,
environmental conditions and
humidity, waiting time will vary.

Keep away from direct sunlight and
frost at temperatures between +10°
and +35°C. 
Pot-life : 12 months after
manufacture date.

YEALD

With Spatula n° 1: 300-350 gr/m2
With Spatula n° 2: 350-400 gr/m2
With roller : Aprox : 220/280 gr/m2


