
Acoustic Materials Ireland 

Noise Pro
Performance Benefits:Profile:

100% 23-37dB

Sound AbsorptionBlackout Percent

Density Grommet Spacing

2850 g/m2 40mm

Windows | Doors 

Description: Area’s of Application:

Product Data Sheet - AM Noise Pro

AM Noise Pro are high performance
soundproofing curtains with a high weight
per 1m2 - 2850g.
The elegant appearance of these curtains is
achieved thanks to the classic blackout fabric
specially designed for curtains, the
soundproofing and acoustic effect is
achieved thanks to the very dense and heavy
AM Noise Pro lining in two layers.
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Installation:

Product Data Sheet - AM Noise Pro

On the upper side of the AM Noise Pro you will
find high-quality 40mm grommets in nickel
colour at approximately 20-30cm intervals, so
you can hang the curtains on a hanging rod with
a diameter of up to 35mm. 
On larger windows and doors the curtain rod
should be mounted on the right left and centre
of the opening. 
If you don't want to have the curtain rod holder
in the middle, use a heavy duty metal rod which
will prevent sagging or bending.

VALUES:

Noise reduction coefficient

65-85%

23-37dB

2850 g/m2

Absorbs 100% of incoming sound (frequencies above 400Hz)

Sound Absorbing Curtains

Profile:

Thermal insulation

Sound Absorption

Density

PROPERTIES:

Technical Properties:
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Materials Recycled Fibres, Polyester
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Product Data Sheet - AM Noise Pro
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Application Example:
As you can see in the graph, when the acoustic curtain is hung in a straight line, the attenuation at
medium frequencies (above 400Hz) is more than 1.0 (i.e. 100% of the noise above 400Hz hitting
the curtain is absorbed), at 250Hz the NRC is 0.8, at 200Hz - 0.6, at 160Hz - 0.5, at 125Hz - 0.3 and
at 100Hz - 0.15.
The AM Noise Pro not only has sound absorbing properties, but also significantly improves the
acoustics (echo) in your room, thanks to two layers of acoustic material with a total weight of
2850g per 1m2.
Hanging the curtain in a wavy pattern will increase its effectiveness by a further 15%.


