Acoustic Materials Ireland

Product Data Sheet - AM Momentum At

F@’l ® Momentum

Profile; Performance Benefits:

36-38db

Thickness Sound Reduction

5-10kg/m2

Weight Fire Test Standard

Description: Area's of Application:

AM Momentum is a UK building regulations Class 0
foil faced dense and flexible sound barrier mat based
on a formulation comprising EPR and thermoplastic
polymers filled with naturally occurring minerals.

The SGQ enhancement includes a backing of 25mm
or 50mm fibre glass quilted in a diamond pattern
which adds thermal insulation properties to the
composite. The product is free of lead, unrefined
aromatic oils and bitumen.

The product is usually applied with intimate contact » Pipe Lagging Applications
to the substrate with the foil on the outer face and is
then secured in place with either a contact adhesive
or pressure sensitive tape. The highly flexible formula
makes the product ideally suited to pipe lagging
applications.

Construction: Quilted glass - Monolayer barrier -
Class 0 Aluminum foil
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Technical Properties:
Reaction to Fire B S2 DO
Strain at break (%) 25
Stress at peak (MPa) 1.0
Bending Strength 10.0
Durometer hardness (Shore A) 75
Static Operating Temp. Range =200 =€
Thermal Conductivity (W/mK) 0.034
Colour Silver/Yellow (front/back)
PRODUCT NAME NOMzﬁglih\:glGHT THIC(EI/\I_EIES%()MM) SOUND REDUCTION RATING (RW) (DB)
Momentum S FF SGQ 05/25 5.0 27 36
Momentum S FF SGQ 05/50 5.0 52 36
Momentum S FF SGQ 10/25 10.0 29 38
Momentum S FF SGQ 10/50 10.0 54.0 38
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	Momentum
	Performance Benefits:
	27-54mm
	36-38db
	5 -10 kg/m2
	ISO EN 13501 - 1
	Area’s of Application:
	AM Momentum is a UK building regulations Class 0 foil faced dense and flexible sound barrier mat based on a formulation comprising EPR and thermoplastic polymers filled with naturally occurring minerals.
	The SGQ enhancement includes a backing of 25mm or 50mm fibre glass quilted in a diamond pattern which adds thermal insulation properties to the composite. The product is free of lead, unrefined aromatic oils and bitumen.
	The product is usually applied with intimate contact to the substrate with the foil on the outer face and is then secured in place with either a contact adhesive or pressure sensitive tape. The highly flexible formula makes the product ideally suited to pipe lagging applications.
	Construction: Quilted glass - Monolayer barrier - Class 0 Aluminum foil
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	Technical Properties:
	Reaction to Fire  Strain at break (%) Stress at peak (MPa) Bending Strength Durometer hardness (Shore A)  Static Operating Temp. Range  Thermal Conductivity (W/mK) Colour
	B S2 D0  25 1.0 10.0 75 - 20 – 95 0.034 Silver/Yellow (front/back)
	Momentum S FF SGQ 05/25 Momentum S FF SGQ 05/50 Momentum S FF SGQ 10/25 Momentum S FF SGQ 10/50
	27 52 29 54.0
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